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Type K Steel, etandard epring load

Type K& Steel, high spring load

d1 aa | =01

M 3 1.5 7
M 4 25 =}
M 5 3 12
M & 3,5 14
M 8 4.5 16
M 10 6 18
M 12 2 22
kA 16 1D 24
Mz20 12 30
WM 24 15 34

Speacification

Type K/KS

Steel

blackened

Bal hardened

Type KN/ KSN

Housing Stainless Stesl

Geman Material No. 1.4305

Ball, hardened

Geman Materal No. 1.3541

Spring

Geman Material No. 1.4568

Marking of the type:

KS: Ball ysllow temperad
KSM: Housing yellow tirtad

Stainless Stasl
characteristics
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Type KN Stainless Steel, standard spring load

Type KSN Stainless Steel, high spring load

w Spring load in N =
compression  Type K1 KN

initial end
0,4 ] 4.5
a6 6 145
a.9 8 14
1 11 13
15 18 31
2 24 45
2,5 26 a9
35 41 BG
4,5 1= 111
5,5 B1 151

Information

Spring plungars GMN 618 are used ac detonts as
well as for push-on and push-oif applications and

ejectors.
Snaprindexing mMeshanism applicatons, together

with various control levers, ara of particular inter-
ast.

Stainless Steel-Spring plungars GN 615 with tha
thread lockings PFB and MYK on
reqguest.

Spring clungers GNGT5.3
{with infernal Fencagon, wilh thread lock)

Spring load in N =

Type KS / KSN
initial end
15 22
19 28
36 62
a7 104
61 110
68 142
g4 166
127 237
How to crder
Spring plunger
GN §15-M6-K
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Stainless Sieal-
Spring plunger
GMN 615-M8-KSN

Code No.
o
Type
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