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Window seals are used to mount panes,windows, etc. in doors, casings

and machine enclosures.

l They are made of EPDM with a hardness of 80º Shore A.

The pane is mounted by simply pressing it into the window seal.

l Additional tools are not required. The pane is inside or outside the

enclosure and hence is well-suited for use under high pressure conditions.

Tolerances:

l EPDM: DIN 7715 E2

Material:-
l rubber quality: EPDM NBR is oil-resistant

unit Part No.

a) black 100m 209-0401

209-0406

b) black 100m 209-0402

209-0407

A B = A S - 14.5 / 0.571

These closed cell sponge rubber seals are made of natural rubber or
Neoprene.

l Self-adhesive and non-stretching
l During the cutting to size process, the outside cells are cut.

These "Damaged" cell can result in a max. 5º water absorption
l Other dimension are available on request.

Size mm Natural Rubber Neoprene
W x T Part No. Part No.
10 x 3 225-1003 226-1003
10 x 4 225-1004 226-1004
10 x 5 225-1005 226-1005
15 x 3 225-1503 226-1503
15 x 4 225-1504 226-1504
15 x 5 225-1505 226-1505
20 x 3 225-2003 226-2003
20 x 4 225-2004 226-2004
20 x 5 225-2005 226-2005
Packaging unit 20m
Over 15mm / 0.591 thickness in strips of 1 meter / 39 inches

Window Gasket

Rectangular Gasket

NBR
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